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Discover our private cinema room, which can be transformed into a
large amphitheater-style conference room with excellent acoustics.

It is the only reception space of its kind in a hotel in Québec City!
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CHARACTERISTICS

Meyer Surround 7.1 sound system

HDTV digital terminal

10" x 18" giant screen

Wireless internet access

Barco HD projector (High Definition) with DLP technology

Luxurious and comfortable Irwin seating with writing tablets, electrical
outlets, and wired internet access

Crestron automated control system, including an office suite for
controlling devices, lighting, curtains, and temperature

AUDIO

ConsolAnalog audio console
Mackie CFX-12 12-channel mixer
7.1 surround sound system
Meyer Sound powered loudspeakers
o 7 UPM speakers
o 3 UPJ speakers
o 2 USW-1P subwoofers
Crestron C2N-DAPS8 surround receiver

LIGHTING

6 Fresnel lights
6 Leko spotlights
Ambient lighting (halogen, LED, and fluorescent)
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VIDEO

Barco RLM H5 DLP projector

Native resolution: 1280 x 720

Brightness: 4500 lumens

Contrast ratio: 1000:1

16:9 projection screen: 218” x 123"

Sony BDP-S300 Blu-ray DVD player

MV-8300 VHS recorder (conference recording with motorized camera
and ceiling-mounted built-in microphone)

Sony EVI-D100 PTZ camera

Resolution: 752 x 582 pixels

CONTROL

Crestron AV2 control system

Audio

Video

Lighting

Temperature

Curtains

Crestron TPMC-10 wireless (Wi-Fi) touchscreen interface
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PRESENTATION

e Crestron UPX-2 presentation system with DTT-15 interactive monitor
e Presentation of PowerPoint, Word, Excel, and PDF documents

e On-screen annotation using a touchscreen interface

CONNECTION PANELS

Lectern
e Computer input plate (VGA input, 1/8” audio jack, RJ-45 Internet port)
e Clockaudio C-33E cardioid microphone
e Halogen lamp

Back of room
e Computer input plate (VGA input, 1/8” audio jack, RJ-45 Internet port)
e Audio output (XLR-3) and video output (composite via BNC) for media
e Video camera output for monitor

ACCESSORIES

o Kramer VGA switcher (2 inputs, 1 output)
e 6” LCD monitor (320 x 240) for camera image preview
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